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. GENERAL NOTES ~ [NEW PANEL P S | |
: — 1. ALL TRAFFIC SIGNAL FOUNDATIDNS SHALL BE INSTALLED AT THE AND FLAGS : , ‘ g6

FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS, HIGHEST
ROADWAY PROFILE GRADE FOR OPEN SECTIONS. 7O MEET CLEARANCES
AS SPECIFIED IN MD 816.03., MD 818.01. MD 818.02., MD 818.04.
THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE
INSTALLATION OF ALL SIGNAL EQUIPMENT.

2. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR
TO INSTALLING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITIY
CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE ;
PROJECT ENGINEER. ‘

3. VIDEO CAMERA LOCATION / ALIGNING SHALL BE COORDINATED WITH
THE SHA ENGINEER.

NOTE :
PHASES ASSOCIATED BY A DASHED LINE WILL UPERATE CONCURRENTLY :
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.

TELEPHONE 15’-7"
TELEPHONE 16'- 6"
TELEPHONE 17’- 4"
TELEPHONE 18- 1"

4. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET TELEPHONE  18-3. CABLE 20'- 6"
LOCATIONS PRIOR TO INSTALLATION. | TELEPHONE  19'-10" : o SECONDARY 30’- 8"

5. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL TELEPHONE  20'- 2" P LGUY . 309"
SIGNAL CABLE TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL - CABLE o1 {n P ;

"~ EACH CABLE. SECONDARY 29'- 0" Lol

6. INSTALL CONDUIT PRIOR TO THE INSTALLATION OF PAVEMENT MARKINGS. . S

7. THE CONTRACTOR SHALL REPAIR ANY DAMAGE TO EXISTING SIDEWALKS RIGHT OF WAY LINE

" CAUSED BY THE INSTALLATION OF SIGNAL EQUIPMENT. |
8. REFER TO SHEET 2 FOR DIMENSIONS OF SIGNAL EQUIPMENT AND - ‘ ouse
'PAVEMENT MARKINGS WITHIN INTERSECTION. |
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A. INSTALL CONCRETE FOUNDATION WITH 27 FT. STEEL POLE WITH A 70 FT. MAST ARM,
TRAFFIC SIGNAL HEADS. SIGNS, ELECTRICAL UTILITY SERVICE EQUIPMENT (1207240 V, HOUSE.
60 AMPS), 3 INCH WEATHERHEAD. CLEVIS AND 1 IN. GALVANIZED RISER FOR TELEPHONE ' ‘
SERVICE., COUNTDOWN PEDESTRIAN SIGNAL HEAD., AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON /
INSTALLED WITH VIBRATING ARROW POINTINCG LEFT., R10-4(1) SIGN. (SIGN TO READ “PUSH 4
BUTTON TO CROSS REISTERSTOWN ROAD. ") AND VIDEO DETECTION CAMERAS MOUNTED ON MAST !
ARM. (INSTALL 1-2 IN. AND 1-4 IN. SCHECULE 80, 80 DEGREE PVC ELECTRICAL CONDUIT TELEPHONE 17°- 5" |
BENDS IN POLE BASE). ,

B. INSTALL CONCRETE FOUNDATION WITH 27 FT. STEEL POLE WITH A 38 FT. (CUT TO 27 FT.}
MAST ARM., TRAFFIC SIGNAL HEADS., SIGN AND VIDEO DETECTION CAMERA MOUNTED ON MAST
ARM. (INSTALL 1-2 IN. AND 1-4 IN. SCHECULE 80, 90 DEGREE PVC ELECTRICAL CONDUIT

SPECIAL NOTES:

1. CONTRACTOR SHALL USE CAUTION WHEN INSTALLING SIGNAL
EQUIPMENT TO AVOID DISTURBANCE OF EXISTING UNDERGROUND
UTILITIES. CONTRACTOR SHALL TEST PIT TO DETERMINE EXACT

HOUSE
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BENDS IN POLE BASE). A P | |
C. INSTALL CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE WITH BREAKAWAY ) e %ﬁg?l&E?NéNgIgEiEHEgﬁlgﬁgﬁ§?RUUND UTILITIES PRIOR TO
BASE WITH COUNTOOWN PEDESTRIAN SIGNAL HEAD. AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON c : :
INSTALLED WITH VIBRATING ARROW POINTING HT AN —4(1) N. (SIGN TO READ “PUSH | -
BUTTON TO CROSS REISTERSTOWN ROAD”). (INSTALL 1-3 IN. SCHEDULE 80, 90 DEGREE PVC - ! O ‘L\\~ : . - 2. THE TACTILE ARROWS FOR THE AUDIBLE/TACTILE PEDESTRIAN
ELECTRICAL CONDUIT BENDS IN PEDESTAL BASE). i e o PUSHBUTTONS SHALL BE LDCATED PARALLEL TO THE CROSSWALK
D. REMOVE EXISTING PAVEMENT MARKINGS BEYOND STOPLINE. * c | | | . | ~ FOR WHICH THEY APPLY.
E. INSTALL NEMA SIZE “6” BASE MOUNTED CONTROLLER AND CABINET WITH CONCRETE PAD. (INSTALL = | S | ‘ 2 -
" 2-2 IN. AND 2-4 IN. SCHEDULE 80, 90 DEGREE PVC ELECTRICAL CONDUIT BENDS IN CABINET BASE.) =
F. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED. O
G. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED. k
H. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — SLOTTED.
~J. INSTALL 2 IN. SCHEDULE 80, PVC ELECTRICAL CONDUIT FOR PROPOSED UNDERGROUND - | [—
' ELECTRICAL SERVICE AND 2 IN. SCHEDULE 80, PVC ELECTRICAL CONDUIT FOR PROPOSED : - . P
UNDERGROUND TELEPHONE SERVICE IN COMMON TRENCH. x - - o STATE OF MARYLAND
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